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EAZAO Potter X-1 packaging list

Printer Frame Extruder Horizontal Beam Cartridge Brush MDF （x4)

Nozzle Setter USB Cable Wrench （x2） Extruder Brush Hex Keys （x4）*

Clips （x2） Nozzles（x10） SD Card Reader* SD Card*

*The accessories marked with * are gifts. Due to different machine versions, we will not reissue them if they are missing or have other problems.

Scraper*

 Box D:

 Box A:

 Bag 1

 Bag 1  Bag 1  Bag 1  Bag 1  Bag 1
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EAZAO Potter X-1 packaging list

M5-25  （x4） G1/2 Gasket  （x2） Motor Reducer

Barrel Fixing RingBarrel Pallet

M6 NutAnti-Rotation Flange

Push Block

Rubber Piston*

Push Rod

500 ml Barrel Kit

M6-20 （x 2） 57 Motor Cable

*The accessories marked with * are gifts. Due to different machine versions, we will not reissue them if they are missing or have other problems.

M6 Screw（x 2）

Power Adapter

 Box B:  Box C:

 Box C:
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 Bag 2  Bag 2
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Electric Putter Assembly

Front and back of the motor reducer of 
the electric putter.

[1] Manually screw in the Push Rod 
from the back of the Putter Motor. 
Note: wear gloves if the Push Rod is 
too sharp on your hands.
Turn the Push Rod all the way though 
leaving ½ Inch towards the front of the 
Putter Motor.

[2] Securely screw in the Push Block at 
the front of the Putter Motor.

[3] Securely screw in the two M6 Long 
Toothed Bars at the front of the Putter.

[4] Securely screw in the Barrel Fixing 
Ring to the bottom of the Clay Barrel.

[5] Connect the Clay Barrel to the 
Electric Putter. Push the Clay Barrel 
all the way in so that the Push Block is 
inside the Barrel.

[6] Insert and center the Barrel Clamp 
over the Clay Barrel and through the 
Long toothed Bars. Securely fasten with 
the M6 Hand Nut.

[7] Insert the Anti-Rotation Flange. Turn 
the Flange and the Push Rod clockwise 
until the Push Block inside the Clay 
Barrel is against the Rubber Piston.

[8] Securely fasten with the the two M6 
bolt.
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Extruder and Horizontal Beam Assembly

[1] Install the Horizontal Beam to 
the X-1. The Horizontal Beam is 
attached below the Z axis metal 
plate. Securely tighten the four M5-
25 bolts with a #4 hex key.

[2] Install the Extruder. Loosen the 
Black Hex Head screw if needed, 
and retighten after the Extruder is 
inserted. Connect the E- Axis 4pin 
motor cable.
Note: it only goes one way, the 
Keying Rib is facing the bottom. 

Carefully insert Putter Assembly 
unto the Horizontal Beam.

[3] Insert the rubber gasket 
between the extruder and the Putter 
Assembly. Note: if this is not done 
properly clay will seep out. 

[4] Securely fasten coupling 
connector. Turn counter clockwise.

[5] Connect Motor Cable to the 
Putter Motor and the Potter. 

Note: Connect based on matching 
connector pins; connector keying rib 
is facing the bottom. 

[6] Connect the power plug to the 
Potter and turn the power on (switch 
is on the back)

[7] Clip the MDF board to the Potter 
on both sides.
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Preparing To Print

[1]  From the home screen,select 
Putter

[2]  Set speed to Normal and select 
Load. 
Note: The Putter motor will start 
pushing the Push Block. Each Load 
command will run 55 seconds and move 
the Push Block 3mm. 

[3] Repeat the Load command at least 
3 times. This will push the clay into the 
Extruder. 
Note: If you hear low grinding noises 
coming from the Putter Motor select 
Off. The clay barrel is now at maximum 
compression.

[5] From the home screen, select 
Extrusion

[6] Set speed to Normal and select In. 
Confirm that the extruder coupling  is 
turning "counter clockwise"
Note: This will run the clay extrusion 
command.  If after 10 seconds no clay 
is coming out select Off and then Back. 
Repeat Step [2] to push more clay into 
the Extruder.

[7] Once the clay is extruding at the 
same consistency. Click OFF, select 
Back to return to the home screen. 
Remove extruded clay from the board.

[4] Select Off and Back to get back to 
the home screen

Congratulations! You are now ready to 
print!

Take a deep breath because the next 
step needs your quick reflexes!!
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[3] Select a .gcode file to print.

[4] Select Confirm.  
Note: The Potter X-1 will now 
position to print by moving along the 
X and Y axis.  Pay attention to the 
Putter as it moves down on the Z 
axis.  Make sure the Nozzle Setter 
is directly below and get ready to 
remove it after it clicks the Nozzle 
Setter twice.
Note: If by chance you are not quick 
enough to remove the Nozzle Setter 
and the Putter is jammed.  Be ready 
to power off Potter X-1 via the Off 
Switch.  

[5] The Potter X-1 will now print 
and print status is displayed on the 
Touch Screen. 

Once the print is complete select 
Back and select Printing to print 
again.

Setting the Nozzle Setter and Printing

[1] Center the Nozzle Setter directly 
below the Print Nozzle. 
Note: This step is critical before 
you run the Print command. Once 
the Print command is runned the 
Putter will move down until it clicks 
the Nozzle Setter twice, after which 
you need to immediately remove the 
Nozzle Setter from the print area.

[2] Insert SD Card, select Printing.
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Click twice 
Remove immediately

For advanced tutorials, please visit:
https://www.eazao.com/potter-x-1/

> 30mm

  SD card gold pads facing the Touch Screen




